
712 ELECTRICAL & 
INSTRUMENTS

FLASHLIGHTS & BATTERIES

ENDURO® LED HEADLAMPS
• Solid State Power Regulator provides maximum 

light output throughout battery life
• Waterproof to 1 metre for 30 min .
• Includes rubber/elastic combo head strap
• Run Time Hrs . (High): 5 .5
• Battery Type: AAA
• Lamp Colour: Black
• Beam Distance (High): 66 m
• Number Of Batteries Required: 2

Model Mfg.  Price 
No. No. Lumens /Each

XD434 61400 14.5    

Model Mfg.  Price 
No. No. Lumens /Each

XE236 027200-0101-110 200    

Model Mfg.  Lumens  Price 
No. No. High/Low Colour /Each

XE901 027550-0103-110 72/34 Black    
XE902 027550-0103-245 72/34 Yellow    

Model Mfg.  Lumens  Price 
No. No. High/Low Colour /Each

XE232 027500-0102-110 259/71 Black     
XE900 027500-0102-247  259/71 Photoluminescent     

Model Mfg.    Price 
No. No. Lumens Colour /Each

XE905 027650-0100-110 155 Black     
XE906 027650-0100-245  155 Yellow     

2755 HEADLAMPS
• Safety approved headlamp designed for use in hazardous environments
• Ultra compact and lightweight
• Class I - Division 1 approved
• Equipped with a low battery indicator
• Can be operated in high, low, or flashing mode
• Lamp Type: LED
• Lamp Material: Plastic
• Run Time Hrs . (High): 6
• Run Time Hrs . (Low): 15 hrs .
• Beam Distance (High): 57 m
• Beam Distance (Low): 40 m
• Peak Beam Intensity (High): 807 cd
• Peak Beam Intensity (Low): 404 cd
• Battery Type: AAA
• Batteries included
• Light Colour: White
• No . of Batteries Required: 3
• Length: 2 .25"
• Weight With Batteries: 3 .4 oz .
• Water Resistance: IPX4

2750 HEADLAMPS
• Bright and compact headlamp that features 

a night vision friendly red LED
• Designed with weather resistant casing which 

allows for fast and easy battery change
• Can be operated in high, low, or flashing mode
• Lamp Type: LED
• Run Time Hrs . (High): 2 .30
• Beam Distance (High): 90 m
• Beam Distance (Low): 48 m
• Batteries Included
• Number of Batteries Required: 3 AAA
• Water Resistance: IPX4

XE902

XE900

2765 HEADLAMPS
• Safety approved headlamp designed for use in hazardous environments
• Ultra compact and lightweight
• Class I - Division 1 approved
• Can be operated in high, low, downcast, or flashing mode 
• Lamp Type: LED
• Run Time Hrs . (High): 6 .25
• Beam Distance (High): 81 m
• Lumens (Main & Downcast High): 132
• Lumens (Main & Downcast Low): 78
• Lumens (Downcast): 34
• Run Time Hrs . (Downcast): 14
• Beam Distance (Downcast): 10 m
• Batteries included
• Number of Batteries Required: 3 AAA
• Water Resistance: IPX4

XE905

2720 HEADLAMPS
• Features gesture activation control
• Can be operated in high, signaling, or night vision red LED mode
• Rubber head strap included
• Optical 4x magnification allows 

for a wide or penetrating beam
• Lamp Type: LED
• Run Time Hrs . (High): 2 .3
• Beam Distance (High): 82 m
• Batteries included
• Number of Batteries  

Required: 3 AAA
• Water Resistance: IPX4

Model Mfg. Lumens  Price 
No. No. High/Low /Each

XF008 TT7497CPBL-P2 285/4    

HL7 HEADLAMP
• Hinged beam allows for quick and easy light beam adjustment
• Hardhat compatible
• Tested and rated to ANSI/FL1 standards
• Lamp Type: LED
• Lamp Material: Plastic
• Body Colour: Black
• Run Time Hrs . (High): 1 .5
• Run Time Hrs . (Low): 70
• Beam Distance (High): 119 m
• Beam Distance (Low): 13 m
• Battery Type: AAA
• Batteries included
• Light Colour: White
• Modes: High to Low
• Beam Optic: Pure Beam


