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LUBRICATING EQUIPMENT

GREASE GUN HOLDERS
• Simple snap action clamp for safe storage  

of grease guns and suction guns
Model No� AC486 
Price/Each $   

SEAL-OFF DISPENSERS
• Used with grease gun extension  

or hose for lubricating grease plugs
• Threads: 1/8" NPT
Model No� AC491 
Price/Each $   

STEEL BEARING PACKERS
• For use with grease guns
• The design incorporates a grease  

nipple at one end which easily adapts  
to the grease gun coupler

• Grease bearings in cars boats,  
RV, etc . with a minimum inner  
diameter of 1/2" to a  
maximum outer dia of 5"  
and height from 1/4" to 2"

Model No� AC493 
Price/Each $   

GREASE INJECTOR NEEDLES
• Lubricates in very tight spaces such as  

universal joints and sealed bearings
• Equipped with standard grease fitting without  

ball check and protective plastic holder
• 18-gauge needle thickness
• 1 1/2" long
Model No� AC487 
Price/Each $   

NEEDLE NOSE DISPENSERS
• Used for dispensing a fine line of grease
• Can be attached directly to  

steel extensions or flexible hoses
• Threads: 1/8" NPT
• AC490 has a narrow needle  

with a diameter of (0 .156") 3 .96 mm
• AC489 has a 0 .219" (5 .56 mm) needle diameter

NEEDLE NOSE ADAPTORS
• Used for dispensing a fine line of grease  

through the needle nose
• Tip diameter: 0 .046" (1 .168 mm)
• Needle length: 4"
• Quick connect action
Model No� AC488 
Price/Each $   

EZEE-LUBE KITS
• The Ezee-Lube kit comprises  

of a range of quick-connect  
fittings designed to meet any  
and every greasing application  
lube accessories

Model No� AC492 
Price/Each $   

HEAVY-DUTY COUPLERS
• Hardened spring steel jaws & hardened body with 

double wall thickness withstands very high 
pressure without deformation

• Hexagonal nut allows easy tightening
• Threads: 1/8" NPT
• 4-jaw construction, 10 000 PSI
• For hand and air operated equipment
Model No� AC483 
Price/Each $   

HYDRAULIC COUPLERS - 360° SWIVEL
• Excellent coupler for effective lubrication  

of difficult and hard to reach grease fittings
• Swivels in full 360° circle and locks  

conveniently at any 45° position
• Spring loaded ball-check valve  

helps retain pressure
• Threads: 1/8" NPT
• 3-jaw construction, 7000 PSI
Model No� AC484 
Price/Each $   

HYDRAULIC COUPLERS - RIGHT ANGLED
• Fits all standard grease gun
• Designed for right angled discharge  

of grease, very useful for greasing  
fittings with limited access  
or in low heights

• Threads: 1/8" NPT
• 10 000 PSI
Model No� AC485 
Price/Each $   

PROFESSIONAL COUPLERS
• Hardened spring steel jaws and hardened  

body withstands high pressure without deformation
• Hexagonal nut allows easy tightening
• Threads: 1/8" NPT
• 4-jaw construction, 6000 PSI
• For hand-operated grease gun only
Model No� AC482 
Price/Each $   

Model Needle Price 
No. Length mm /Each

AC489 15     
AC490 38     


